IN THE CLAIMS: 




Please cancel Cla 



Please add the following new claims 



15. (New) A mobile radio communication unit, comprising: 



a controller; 
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at least one sttorage device, the at least one storage device 
storing at Least one application program and identification 
information,/ wherein the identification information 
identifies la user of the mobile radio communication unit; 
and 



an interface/ coupled to the controller, the interface being 
for mechamically and electrically coupling to the at least 
one storage device, the at least one storage device being 
attachable to the interface, wherein while the interface is 
mechanically and electrically coupled to the at least one 
storage device, the controller is electrically coupled to 
the at / least one storage device, and the application 
program lis adapted to send messages to another application 
via the /interface . 



16. (New) ^ mobile radio communication unit as set forth in 
claim 15, Wherein the at least one application program includes 
a payment application program. 



17. (New) A mobile radio communicatioji^ifirt as set forth in 
claim 15, wherein the at lea^-^6ne storage device includes a 
first storage device and^a second storage device, wherein the 
first storage devices stores the at least one application program 
and the second / storage device stores the identification 
information. 

18. (New) A mobile radio communication unit as set forth in 
claim 17, wherein the first storage device is configured for 
attachably coupling to the interface. 



19. (New) A mobile radio communication unit as set forth in 
claim 17, wherein the second storage device includes a 
Subscriber Identity Module (SIM) card that is configured for 



attachably coup 



20. (New) A 
claim 15, where: 
a cash card app 



21. (New) A 



ing to the interface. 



mDbile 



radio communication unit as set forth in 
in the at least one application program includes 
ication program. 



mobile radio communication unit as set forth in 



claim 15, wher 
a credit card 



sin the at least one application program includes 
application program. 



22. (New) A 
claim 15, 
controllable 
controller. 



mobile radio communication unit as set forth in 
wherein the at least one application program is 
f|or being activated to control operations of the 



23. (New) A mobile radio communlcgj^ien — Un$t as set forth in 
claim 15, wherein the njoferiTe radio communication unit is a 
mobile telephone . 

24. (New) A mobile radio communication unit as set forth in 
claim 15, wherein the at least one storage device is configured 
for attachably/ coupling to the interface. 

25. (New) A /mobile radio communication unit as set forth in 
claim 15, and further comprising a transceiver that is 
bidirectionaljy coupled to the controller and to an external 
communicationl networ k. 

26. (New) I A method for use in operating a mobile radio 
communicatiorJ unit that comprises a controller coupled to an 
interface, the method comprising the steps of: 

providing kt least one storage device that stores at least one 
application program and identification information, wherein 
the identification information identifies a user of the 
mobile radio communication unit; and 

mechanically and electrically coupling the at least one 
storage device to the interface so that the at least one 
storage device is attachable to the interface, for enabling 
the at least one storage device to be electrically coupled 
to the (controller , the application program being adapted to 
sending! messages to another application program via the 
interfafce. 



27. (New) A method as set forth in cla*m26, and further 
comprising a step of registering a paymenr transaction with at 
least one of an external terminal ^nd the at least one 
application program. 

28. (New) A method as set forth/in claim 27, wherein prior to 
the performance of the regisj^ering step, further steps are 
performed of : 



entering information 
communication urfit; and 



into 



the 



mobile 



radio 




in response / to the entering step, the mobile radio 
communication unit performs a step of: 

comparing the entered information to the identification 
information to determine if the entered information and 
the identification information are similar; and, if 
they Are similar, the registering step is performed. 



29. (New) A/ method as set forth in claim 27, wherein the at 
least one application program has an associated account balance, 
and wherein/ the method further comprises a step of decreasing the 
associated/ account balance by an amount of the payment 
transaction. 

30. (Nejfo) A method as set forth in claim 29, wherein prior to 
the performance of the decreasing step, further steps are 
performed of 



Receiving information representing the associated account 
balance from a network; and 



• # 



storing the received information representing the associated 
account balance in the mobile radio comm*mication unit. 

31. (New) A method as set forth ipi claim 27, wherein an 
external storage location stores /information specifying a 
transaction credit value, for the/ mobile radio communication 
unit, and wherein the method further includes steps of: 

retrieving the inf ormatiafri specifying the transaction credit 
value from the external/storage location; and 

storing the retrieved information specifying the transaction 
credit value in the mobile radio communication unit. 

32. (New) A method as set forth in claim 31, wherein the 
external storage / location is located within an external 
communication network. 

33. (New) PJ method as set forth in claim 31, wherein the 
retrieving step includes communicating a Short Message Service 
(SMS) message from the mobile radio communication unit to the 
external / storage location for retrieving the information 
specifying the transaction credit value from the external 
storage/ location. 

34. /New) A method as set forth in claim 27, wherein the mobile 
radio communication unit has an associated account balance, and 
wherein prior to the registering step, further steps are 
performed of : 



providing inf ormation representing a credjJt-^ value from a 
credit source to the mobile radjjc>-^6ommunication unit, the 
credit value being at iB-a^t as great as a value of the 
payment transact ipn-fand 



increasing a /value of the associated account balance by the 
credit value represented by the information provided to the 
mobile radii) communication unit. 



35. (New) A m< 
step of regi 
decreasing the 
value of the 



stering 



payment 



36. (New) A 
comprising steris 



method as set forth in claim 26, and further 
of: 



information into the mobile radio communication 
fying that a payment be made from the mobile radio 
communicatlion unit to an external terminal; 



entering 
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hod as set forth in claim 34, wherein after the 
is performed, a further step is performed of 
value of the associated account balance by the 
transaction. 



a communication link between the mobile radio 
ion unit and the external terminal; 



that an account associated with the at least one 
program has at least a predetermined balance; 



registering a payment transaction with at least one of the 
external terminal and the at least one application program. 



37. (New) A method as set forth in claim 2£>, wherein 
information indicating a balance of a user accounr is stored in 
an external storage device, the external storage device being 
external to the mobile radio communication/ unit, and wherein 
further steps are performed of : / 

entering information into the mpbile radio communication 
unit requesting that the information indicating the balance 
of the user account be retrieved from the external storage 
device; and / 

in response to the prfobile radio communication unit 
receiving the entered /information, communicating between 
the mobile radio communication unit and the external 
storage device for /retrieving from the external storage 
device the information indicating the balance of the user 
account . / 

38. (New) A methdd as set forth in claim 26, wherein 
information indicat/ing a balance of a user account is stored in 
a memory of the /mobile radio communication unit, and wherein 
further steps are performed of : 

entering /information into the mobile radio communication 
unit requesting that the information indicating the balance 
of the user account be retrieved; 

in response to the mobile radio communication unit receiving 
the / entered information, retrieving the information 
indicating the balance of the user account from the memory; 
and/ 



providing the information indica-t-xfigTihe balance of the user 
account to a user. 

39. (New) A mobile radio communication unit as set forth in 
claim 15, wherein th(e at least one storage device is removable 
from the interface. 



40. (New) The method 
storage device is 



rem Dvable 



41. 



(New) 



A met 



of claim 26 wherein the at least one 
from the interface. 



: lod for use in operating a mobile radio 
communication unit that comprises a controller coupled to an 
interface, the methocA comprising the steps of: 



providing to the fmobile radio communication unit at least one 
storage device j that stores at least one application program 
and identification information, wherein the identification 
information identifies a user of the mobile radio 
communication /unit, 



mechanically 
storage devic 
one storage 
controller, a 
capable of 
via the inter 



anfd electrically coupling the at least one 
a to the interface, for enabling the at least 
device to be electrically coupled to the 
nd the at least one application program being 
sending messages to another application program 
face; 



providing to the mobile radio communication unit at least one 
other application program, the at least one other 
application program relating to a first user account having 



a first balance, the one other apj^J^a^Tor/ program being 
capable of receiving ij^tructions from the at least one 
application proq^mT wherein an external storage location 
stores a secorld user account having a second balance; 

retrieving at least a portion of the second balance from the 
second \yser account stored in the external storage 
location;/ and 

increasing /the first balance by an amount that is equal to the 
portion J of second balance retrieved from the second user 
account . 



42. (New) A method as set forth in claim 41, and further 
comprising a step of decreasing the second balance by an amount 
that is eqJal to the portion of second balance retrieved from 
the second uiser account . 

43. (New) I A mobile radio communication unit as set forth in 
claim 15, wherein the identification information also identifies 
a telephone number of the mobile radio communication unit. 

44. (New) A method as set forth in claim 26, wherein the 
identif icatlion information also identifies a telephone number of 
the mobile radio communication unit. 

45. (New) A method as set forth in claim 43, wherein the first 
user account is an electronic money purse residing at the mobile 
radio communication unit, and the first balance is a balance of 
digital cash for making payments at an electronic point of sale. 
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46. (New) A control device for use with a/mobile communication 
unit, comprising: / 

a controller; / 

at least one storage device for storing at least one 
application program and' identification information, wherein 
the identification information identifies a user of the 
mobile radio communication unit; and 

an interface for pfechanically and electrically coupling the 



control device /to the mobile radio communication unit, the 
control device being removably attachable by the user to 
the mobile / radio communication unit for bringing the 
control device into mechanical and electrical contact with 
the mobile radio communication unit, and the application 
program / being capable of sending messages to another 
application via the interface. 

47. (New/ A control device as set forth in claim 46, wherein the 
at least/ one application program includes a payment application 
program/. 

48. /(New) A control device as set forth in claim 46, wherein the 
at Ifeast one storage device includes a first storage device and a 
second storage device, wherein the first storage device stores 
the at least one application program and the second storage 
device stores the identificat ion inf ormat ion . 




12 



49. (New) A control device as set 
the first storage device ij 
to the mobile radio corantunication unit. 



*6nf igured 



48, wherein 
for attachably coupling 



50. (New) A control device as set forth in claim 48, wherein 
the second sto/age device includes a Subscriber Identity Module 
(SIM) card that is configured for attachably coupling to the 
mobile radio communication unit. 



51. (New) A 
the at least 
application 



52. (New) A 
at least 
application 



control device as set forth in claim 46, wherein 
one application program includes a cash card 



program. 



control device as set forth in claim 46, wherein the 
application program includes a credit card 



one 



p rogram . 



53. (New) A 
at least on, 
activated to 
unit . 



54. (New) A 
the control 
interface. 



55. (New) 
control devj 
Subscriber 
of the mobil 



control device as set forth in claim 46, wherein the 
e application program is controllable for being 
control operations of the mobile radio communication 



control device as set forth in claim 15, wherein 
device is configured for attachably coupling to the 



A control device as in claim 46, wherein the 
ce includes the identification information in a 
Identity Module (SIM) for identification of the user 
radio communication unit. 



56. (New) A control device as in claim 46, whereifi the at least 
one application program relates to a first use/ account of the 
mobile radio communication unit, the first user account having a 
first balance, and / 

while the interface is mechanically and electrically 
coupled to the mobile radio communication unit, the at least one 
application program is configured Jlo control the mobile radio 
communication unit to retrieve, using wireless communication, at 
least a portion of a second balance of a second user account 
being stored in an external storage location and to increase the 
first balance by an amount tnat is equal to the portion of the 
second balance retrieved from the second user account. 

57. (New) A control device as in claim 46, wherein the first 
user account is an electronic money purse, and the at least one 
application program is/ adapted to control storage of the portion 
of the second balance as digital cash in the electronic money 
purse . / 

58. (New) A control device as in claim 46, wherein the control 
device is a smart card. 

59. (New) A mobile communication unit as set forth in claim 15, 
wherein the/ mobile radio communication unit is for wireless 
transmission and reception, and the unit is configured to 
transmit and receive data relating to the application program. 

60. (New) A method as set forth in claim 26, wherein the mobile 
radio communication unit is for wireless transmission and 
recept/on, and the unit is configured to transmit and receive 
data relating to the application program. 



61. (New) A method as set forth in claim 41, wherein the mobile 
radio communication unit is for wireless transmission and 
reception, and the unit is configured to transmit and receive 
data relating to the application program. / 

62. (New) A control device as set forth in claim 46, wherein 
the mobile radio communication unit isr for wireless transmission 
and reception, and the unit is ^configured to transmit and 
receive data relating to the application program. 

63. (New) A mobile radio communication unit as set forth in 
claim 15, wherein the ^another application program is 
electrically coupled to controller. 

p- / 

64. (New) A mobile radio communication unit as set forth in 
claim 15, wherein the at least one storage device includes a 
first storage device and a second storage device, wherein the 
first storage device sstores the at least one application program 
and the identification information and the second storage device 
stores the another application program, and the interface 
comprises: / 

a first and k second interface coupled to the controller, the 
first interface being for mechanically and electrically 
coupling/ to the first storage device and the second 
interface being for mechanically and electrically coupling 
to the/ second storage device, the first storage device 
being /attachable to the first interface and the second 
storage device being attachable to the second interface, 
wherein while the first interface is mechanically and 



